
BOX
1 Category of use Key shall resist torque of 2.5Nm and remain usable
2 Durability 100,000+ cycles
3 Door mass No requirement within standard
4 Fire resistance *Suitable for fi re/smoke resistant door assemblies
5 Safety No requirement within standard
6 Corrosion & temperature resistance **Level C high resistance. Corrosiojn resistance. -20/+80°C temperature
7 Key security Grade 6 - highest grading

Type testing by Manufacturer
Type testing by Manufacturer to EN 45001
Type testing by Independent recognised laboratory* Trezor Test, CAI ref. 3025
Regular audit testing by Manufacturer
Regular audit testing by Manufacturer to EN 45001
Regular audit testing by Independent recognised laboratory BSi Kitemark Cert No. KM 545570

  Manufacturer’s own quality system
Manufacturer’s quality system to EN 9002
Manufacturer’s quality system to EN 9001
Manufacturer’s quality system to EN 9002 with Independent quality assessment
Manufacturer’s quality system to EN 9001 with Independent quality assessment SSI Licence No. 50865

  None
CE Marking Not applicable for this standard
Quality Label (e.g. Kitemark, RAL NF etc.) Kitemarked

Manufacturer’s declaration of compliance for standards and quality

We declare that the following product:

With the following classifi cation:

Has been sucessfully tested to:

Garrison Break Secure XP

TS007:2011 3 Star - Enhanced security perform-
ance requirements for replacement cylinders and/ or 
associated security hardware.

  1   6   0   1   0   C   5

*   included in the fi re test to EN1634-1And the following optional requirements:  
** Tested to EN1670 Grade 3
*** Kitemarked to TS007:2011

Evidence of standards compliance:

Evidence of quality compliance:

Evidence of marking compliance:

Signed:

Position: Date:
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